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Specifications 


Millennium 
Coupling Servers 
700 Models 

^ High performance for the most 
demanding data sharing 
environments 

V Availability that keeps up with 
outstanding performance 

V Flexibility that puts the customer in 
charge 

> S/390 compatibility with innovation 


Advanced technology and design 


Amdahl Coupling Control Code™ Parallel Sysplex coupling laciWy functionality 
Coupling connectivity To 59S5M processors, Millennium Global Servers, and 

other Parallel Sysolex capable processors 
Coupling link support From 2 to 64 coupling links supported 

System o n a board Processors, memo ry, I/O processo rs 


QuickAvailabillty™ 

ConServ™ (cancumenf servioft) 
Multiple Domain Feature™ 

I G technology 

Level 1 cache (high-speed butter) 
Level 2 cache 


Dynamic: QukACapacity™, QuickSwilch™ GuickChamiels™ 
QuickMemory™ 

Firmware, rraupEing links, and tans 
up tol 5 domains 

25- micron compfcmcniary metal oxide &mi;on<juct0f (CIVIOS) 
256 KG per CPU, sp lit equally between ins! mol ions and d ata 
2 MB per CPU, up to 22 MB shared 


Physical character is Lies 

Minimum Maximum 

Configuration Configuration 

(C5714: 512 MB, 2 Coupling Links) (CS7Z5- IS GE, 64 Coupling Links) 


Flbor space without 

16.1 ft® 

16.1 ft 2 

service clearance 

1.5 m2 

1.5 rr^ 

Floor space wilh 

43.0 ft 2 

43.0 W 

service clearance 

4,0 m 2 

4,0 

Approximate weight 

2200 lb 

22061b 


lOO&kg 

1000 kg 

Approximate power 

1.99 kVA 

4.69 kVA 

requirements 
[mo Hz; 200-240 Vac, 
360-415 Vac; 3 phase) 

Approximate heal dissipation 

6.45 kBTU/hr 

15.22 kBTU/hr 

temperature requirement 

raised floor 

50' F-SO' F 
10*0-32*0 


HumkJity requirements 




* AUHiludes above 5,030 ft ( 1.&26 nr), lower tte maximum underflow am room temperature 
3 J H F for every 1,000 ft {T C lor every 3 C 5 m), up to 7,000 rt ( 2,135 m]. Far hiphier altitudes, 
ransult an Amdahl representative. 


Models 

CPUs 


CS714 

1 


CS715 

1 


CS722 

2 


CS725 

2 


CS732 

3 


CS735 

3 


CS745 

4 


C$755 

5 


CS765 

6 


CS775 

7 


C$702 

3 


CS705 

3 


CS795 

9 


CS7X5 

19 


CS7Y5 

11 


CS7Z5 

12 


Configuration options 



Mirr Max 

Configuration 

Memory 

512 MB 16 GB 

512 MB, 1GB, 1.5 GB, 2GB, 

2.5 G0.3GB, 3.5 GB. 4 GB. 5 GB. 



6 66,7 66,8 68,10 66,12 60, 
16 GB 

Coupling Links 

2 64 

Incremental 

Upgrade paths 


From 

To 


CS714 

C$722, 725, 732, 735, 745, 755, 765,775, 702, 795, 795, 7X5, 7Y5, 7Z5 

CS715 

CS722, 725, 732, 735, 745, 755,765,775, 702, 735, 795, 7X5, 7Y5, 7Z5 

CS722 

C$725, 732, 735, 745, 755, 765, 775, 732, 735, 795, 7X5, 7Y5, 7Z5 

CS725 

C$732, 735, 745, 755, 765, 775, 782, 765, 795, 7X5, 7Y5, 775 

CS732 

CS735. 745, 755, 765, 775, 732,785,795 r 7X5 h 7Y5 h 7Z5 

CS735 

C$745, 755, 765, 775, 782, 735, 795, 7X5, 7Y5, 7Z5 

C$745 

CS755, 765. 775, 702, 785, 795, 7X5, 7Y5, 7Z5 

CS755 

C$765, 775, 702, 735, 795, 7X5, 7Y5, 7Z5 

C5765 

CS775, 702, 765. 795, 7X5, 7Y5, 725 


CS775 

CS782, 735, 795, 7X5, 7Y5, 7Z5 


CS7S2 

CS785, 735, 7X5, 7Y5, 7Z5 


CS785 

C$795, 7X5, 7Y5.7Z5 


CS795 

CS7X5, 7Y5, 725 


CS7X5 

CS7Y5.7Z5 


CS7V5 

CS7Z5 


CS7Z5 

— 


Conversion paths to Millennium Clobal Servers 


Millennium Coupling Servers (GS7XX) arc upgradeable to Millennium Global Servers (GS7XX). 


c P 

AMDAHL 


Specifications 

System organization* 



Unit? 



To 

HlWC 


Worldwide Headquarters 

Amdahl Corporation 
1 250 East Arques Avenue 
Sunnyvale, CA 94088-3470 
United States of America 
Tel: 40 S 746 6000 
fax: 408 746 3243 
Internet: www.amdahLcom 

North America 
United States of America 

Tel: 800 223 227 5 
Fax: 800 452 3509 

Canada 

Tel: 416 510 3111 
Fax: 416 510 3353 


Europe 

(covering Austria, Belgium, Denmark, 
France, Germany, Ereiand, Italy, 
Luxembourg, Netherlands, Norway, 
Portugal, Spain, Sweden, Switzerland 
and the United Kingdom) 

For your local Amdahl office, 
please access: 

www .amda h Leo m/eu rope/ off i ces 

or email: 

Amdahl_ln_Europe@amdahLcom 

South Africa 

Johannesburg 

Tel: +27 11 467 0710 

Fax: +27 11 467 0740 


Asia 

Amdahl Axia Services Sdn.Bhd 
Tel: +60 3 794 7233 
Fax: +60 3 794 991 1 


CH: 

Channel 

LI: 

Level 1 Cache 

CHP: 

Channel Processor 

L2; 

Level 2 Cache 

CPU? 

Central Processing Unit 

PSU; 

Processor Storage Unit 

HMCr 

Hardware Management Console 

SCU: 

System Control Unit 

NPJIC1F: 

KMC Interface Feature 

5VP; 

Service Processor 


Australia and New Zealand 

Amdahl Pacific Services Ply Ltd 
ACN 003 839 503 
Tel: +61 2 9561 9999 
Fax: +61 2 9561 987 1 


'The number of CPUs tolled is mode! dependent 


For Y2K compliance status of this 
and any other Amdahl offerings, 
see URL: www + amdahlcom/y2k/ 


Amdahl and UTS ant? registered trademarkvand Millennium, 
Quick A vaM ability, QuickCapacity, QukkSwitch, 
QuickChannels, QuirkMcmory, Multiple Dorrifl'n Feature, 
ConSstv, Amdahl Coupling Control Code, and Coupling 
Domain arc trademarks of Amdahl Corporation.. S/390 and 
Parallel Sysplex are registered trademarks of IBM 
Corporation. All oilier trademarks and product names are 
the property of their respective owners. 


The information in this document may be superseded by 
subsequent documents. For details regarding delivery of 
specific products, features, and services, contact your 
local Amdahl representative. 

© 1998 Amdahl Corporation. 

All rights reserved. Printed in the LL5 ,A. 
MiVlE>02586-U5-O0d [1 \2,S] 11/98 
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Amdahl is a proud member of the Fujitsu family of high-technology companies. 


